
HEAVY DUTY BUTYL CLEANER/DEGREASER

DANGER: Corrosive. Causes Severe Skin Burns and Eye Damage.
KEEP OUT OF REACH OF CHILDREN

See directional panel for additional precautions.

NET CONTENTS: 1 U.S. QUART
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ULTRA POWER is a high power industrial strength concentrated cleaner/degreaser. It combines modern water miscible, free 
rinsing surfactants with fast acting, grease cutting solvents for economical, thorough removal of heavy built up greasy soil. 
ULTRA POWER is completely biodegradable, VOC compliant and its low foam formula makes it ideal for various methods of 
application. This one product will do hundreds of jobs just by changing the dilution. ULTRA POWER will penetrate, dissolve, 
lift, suspend and float away the toughest soil without hard scrubbing.

DIRECTIONS
See the list below for starting point dilutions. These are suggested and the type and amount of soil as well as  
experience will indicate more exact dilution ratios to fit your specific needs. The dilute solution may be applied  
with a mop, sponge, rag, auto scrubber, sprayer or pressure washer.  
INDUSTRIAL PLANTS: Conveyors, engines, machinery, rubber burns from lift trucks @ 64 ounces per gallon of water.
AUTOMOTIVE USE: White wall tires, grease bays and lifts @ 64 oz per gallon of water. Tools @ 11 ounces per gallon of water.
PRINT SHOPS: Presses, machines, walls and floors against inks @ 32 oz per gallon of water.
KITCHENS: Ovens, deep fat fryers, grills, canopies and exhaust  hoods @ 64 ounces per gallon of water. Greasy floors 
and duck boards @ 32 oz per gallon of water. Walls, refrigerators and light fixtures @ 2 oz per gallon of water.
SCHOOLS: Gym floors @ 21 oz per gallon of water. Lockers and grandstands @ 4 oz per gallon of water. Showers and 
swimming pools @ 64 oz per gallon of water. 
FLOORS: Concrete, ceramic tile, terrazzo, vinyl, etc. @ 4 oz per gallon of water. Floor finish stripping @ 32 oz per gallon of water.
GENERAL USE: Air filters @ 64 oz per gallon of water. Boats @ 21 ounces per gallon of water. Painted and varnished 
surfaces, countertops @ 4 oz per gallon of water.
NOTE: ULTRA POWER is formulated for heavy duty cleaning and should be tested on an out of sight spot before use to 
be sure surface is not affected. When cleaning aluminum, other non-ferrous metals and glass use only dilute solutions 
and rinse well with clear water immediately after use.

DANGER 
Keep out of reach of children 

Read label before use
Corrosive  
Causes severe skin burns and eye damage  
 
 Wear eye protection and protective gloves. Wash hands thoroughly after handling.  
                                                                  FIRST AID  
If in eyes: Rinse cautiously with water for 15 minutes. Remove contact lenses, if present and easy to do. Continue  
rinsing. Immediately call a poison control center or doctor.   
If on skin (or hair): Take off immediately all contaminated clothing. Wash with plenty of water.   
If skin irritation occurs: Get medical attention. Wash all contaminated clothing before reuse.   
In case of fire: use CO2, dry chemical, foam or water spray to extinguish. Store in a cool, well-ventilated place.  
Dispose of contents and container in accordance with local, state and federal regulations.  
 
Ingredients: 2-Butoxyethanol (C.A.S. #111-76-2), Sodium Hydroxide (C.A.S. #1310-73-2), Sodium metasilicate (C.A.S. 
# 6834-92-0), Sodium Tallate (C.A.S. # 61790-45-2), Sodium Xylene Sulfonate (C.A.S. # 1300-72-7), Sodium Dodec-
ylbenzene Sulfonate (C.A.S. #25155-30-0).
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